
 

Hose clamps 
Art. No. 158 A-ES to 158 R-ES 

 P 7-92_e 

 

 

Department eDocumentation edition 10/2014 Subject technical changes. 
Phone +49 7125 9497-41, -42, -53, -260, -330 
Fax     +49 7125 9497-99 RIEGLER & Co. KG 1.4 
e-mail:  eDocumentation@riegler.de www.riegler.net  
 

Stainless steel 1.4401 (W 5), band width 9 mm. 
 
Worm drive type. 
 
For all standard applications where high clamping forces are normally distributed. 
 
 
 
Material Stainless steel 1.4401 (W 5) 
Hexagon-head srcews a/f 7, with integrated cross-tip,  

Stainless steel 1.4401 (W 5) 
 
 
 
 

Worm drive hose clamps, stainless steel 1.4401  
Art. No. 
 

Ident No. 
 

Clamping range  
mm 

Band width 
mm 

158 A-ES 114225 8.0 – 12.0 9.0  
158 B-ES 114226 10.0 – 16.0 9.0  
158 C-ES 114227 12.0 – 20.0 9.0  
158 D-ES 114228 16.0 – 25.0 9.0  
158 E-ES 114229 20.0 – 32.0 9.0  
158 G-ES 114230 25.0 – 40.0 9.0  
158 J-ES 114231 32.0 – 50.0 9.0  
158 K-ES 114232 40.0 – 60.0 9.0  
158 L-ES 114233 50.0 – 70.0 9.0  
158 M-ES 114234 60.0 – 80.0 9.0  
158 N-ES 114235 70.0 – 90.0 9.0  
158 P-ES 114236 80.0 – 100.0 9.0  
158 R-ES  114237 90.0 – 110.0 9.0  
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